
Type of peak hour being reported: Intersection Peak Method for determining peak hour: Total Entering Volume

Report generated on 10/12/2014 7:18 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: Providence Rd S -- Ennis Rd QC JOB #: 13113711
CITY/STATE: Weddington, NC DATE: Tue, Oct 07 2014

15-Min Count
Period

Beginning At

Providence Rd S
(Northbound)

Providence Rd S
(Southbound)

Ennis Rd
(Eastbound)

Ennis Rd
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 0 269 1 0 11 84 0 0 0 0 0 0 0 0 52 0 417
7:15 AM 0 252 0 0 16 101 0 0 0 0 0 0 0 0 50 0 419
7:30 AM 0 253 1 0 12 141 0 0 0 0 0 0 0 0 39 0 446
7:45 AM 0 241 1 0 16 126 0 0 0 0 0 0 0 0 41 0 425 1707
8:00 AM 0 249 1 0 11 137 0 0 0 0 0 0 0 0 55 0 453 1743
8:15 AM 0 226 1 0 12 157 0 0 0 0 0 0 0 0 37 0 433 1757
8:30 AM 0 234 0 0 11 128 0 0 0 0 0 0 0 0 37 0 410 1721
8:45 AM 0 249 0 0 11 166 0 0 0 0 0 0 0 0 34 0 460 1756

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 996 4 0 44 548 0 0 0 0 0 0 0 0 220 0 1812
Heavy Trucks 0 28 4 0 44 0 0 0 0 0 0 0 76
Pedestrians 0 0 0 0 0

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:30 AM -- 8:30 AM
Peak 15-Min: 8:00 AM -- 8:15 AM
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Type of peak hour being reported: Intersection Peak Method for determining peak hour: Total Entering Volume

Report generated on 10/12/2014 7:18 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: Providence Rd S -- Ennis Rd QC JOB #: 13113712
CITY/STATE: Weddington, NC DATE: Tue, Oct 07 2014

15-Min Count
Period

Beginning At

Providence Rd S
(Northbound)

Providence Rd S
(Southbound)

Ennis Rd
(Eastbound)

Ennis Rd
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 0 161 1 0 18 220 0 0 0 0 0 0 0 0 24 0 424
4:15 PM 0 142 0 0 35 197 0 0 0 0 0 0 0 0 20 0 394
4:30 PM 0 142 0 0 37 184 0 0 0 0 0 0 3 0 17 0 383
4:45 PM 0 173 1 0 43 224 0 0 0 0 0 0 0 0 16 0 457 1658
5:00 PM 0 171 1 0 51 225 0 0 0 0 0 0 0 0 13 0 461 1695
5:15 PM 0 163 3 0 52 228 0 0 0 0 0 0 0 0 13 0 459 1760
5:30 PM 0 197 0 0 48 223 0 0 0 0 0 0 0 0 22 0 490 1867
5:45 PM 0 137 0 0 49 252 0 0 0 0 0 0 0 0 25 0 463 1873

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 788 0 0 192 892 0 0 0 0 0 0 0 0 88 0 1960
Heavy Trucks 0 20 0 4 16 0 0 0 0 0 0 0 40
Pedestrians 0 0 0 0 0

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 5:00 PM -- 6:00 PM
Peak 15-Min: 5:30 PM -- 5:45 PM
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